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Watt Clamp Meter

Watt Clamp Meter

Features: 
•	TRMS	AC	measurements
•	Measures	up	to	1200kW	AC/DC	
•	Analog	output	of	1mV/A	AC/DC
•	Measures	temperature	in	°C	or°F	

Specifications: 
AC/DC	kW	Range:	 40kW,	400kW,	1200kW
Resolution:	 0.01kW,	0.1kW,	1kW
Accuracy:	 ±2.5%	±5	dgts.	
DC	Current	Range:	 400A,	2500A
Resolution:	 0.1A,	1A
Accuracy:	 ±1.5%	±3	dgts.
AC	Current	Range:	 400A,	2100A
Resolution:	 0.1A,	1A
Accuracy:	 ±2.0%	±5	dgts.
DC	Voltage	Range:	 400mV,	4V,	40V,	400V,	600V
Resolution:	 0.1mV,	0.001V,	0.01V,	0.1V,	1V
Accuracy:	 ±1.5%	±3	dgts.
AC	Voltage	Range:	 4V,	40V,	400V,	600V
Resolution:	 0.001V,	0.01V,	0.1V,	1V
Accuracy:	 ±1.5%	±5	dgts.
Continuity	Beeper:	 ≤40Ω
Open	Circuit	Voltage	 ≤0.5V
Temperature	Range:	 -40	to	1000°C
Resolution:	 0.1°C	<	400°C,	1°C	≥	400°C
Accuracy:	 ±0.8%	+1°C
Jaw	Opening:	 Cable	F:	55mm;	Bus	Bar:	65mm(D)	 
	 	 x	24mm(W)
Power	Supply:	 One	9V	battery
Dimensions:	 10.7	x	4.4	x	18"	(271	x	112	x	26.2mm)
Weight:	 647g	/	22.8oz.	with	battery

Model Description Price
PROVA2009 TRMS	AC/DC	Watt	Clamp	Meter $378

Model Description Price
TES-3096T TRMS	AC/DC	Watt	Clamp	Meter $142

Specifications: 
AC/DC	kW	Range:	 40.00kW,	250.0kW
Resolution:	 0.01kW,	0.1kW
Accuracy:	 ±(2%	+10),	±(2%	+5)
Frequency	Range:	 50~400Hz
Overload	Protection:	 420kW	
AC/DC	Current	Range:	 400A,	600A
Resolution:	 0.1A,	1A
Accuracy:	 AC:	±(1.5%	+10);	DC:	±(1.5%	+5)
Overload	Protection:	 660Arms	 	
AC/DC	Voltage	Range:	 400V,	600V
Resolution	 0.1V,	1V
Accuracy	 ±(1%	+5)
Overload	Protection:	 600Vrms	 	 	 	 	
Resistance	Range:	 400Ω,	4000Ω
Resolution:	 100mΩ,	1Ω
Accuracy:	 ±(1%	+3)	
Continuity	Beeper:	 ≤	38Ω	
Open	Circuit	Voltage:	 3.3V	max	
Display:	 3-3/4	digit	LCD
Power	Supply:	 One	9V	battery	(006P	or	IEC6F22)
Battery	Life	 100	h.r	approx.
Jaw	Opening:	 Accommodates	27mm	diameter	cables	
Dimensions:	 192(L)	x	64(W)	x	31(H)mm
Weight:	 Approx.240g

Features: 
•	True	RMS	AC	kW	measurement
•	AC/DC	current	measurement	to	600A
•	600V	AC/DC	voltage	measurement
•	Ohm/continuity	beeper
•	One	touch	DCA	zero
•	Overrange	and	low	battery	indications
•	Includes	test	leads,	9V	battery	and	 
carrying	case
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