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Accessories

Kit
Number   Description

Quantity
Per Kit Item

1   Shaft Conversion Set. Each set includes 1 shaft adapter
  and 1 key (converts 1/2" shaft to 5/8" key) 10 sets

9   Steel Banded Hub ring set — 2 1/4" diameter (2 per set) 1 set

10   Steel Banded Hub ring set — 2 1/2" diameter (2 per set) 1 set

13   Belly Band Mount adjustable ear mount for 5.0" and 5.6" diameter
  motor (expanding ring type) 1 mount

15   Rubber Hub Ring — 2 1/2" diameter (2 per set) 1 set

16

  Direct drive blower mounting ring set-double wire type
  Each set includes motor support ring-3 rubber mounting
  bushings with sleeves and mounting screws
  For 5.0" diameter motor-10" blower mount diameter

1 set

17   For 5.6" diameter motor - 10" B.C. Blower Mount 3 Legs 1 set

21
  Shaft grounding ring for 5/8" shaft, 56 Frame VariTough motors plus
  new bearing cap and rain shield to install after the grounding ring is
  put in place.

1 set

22   PerfectSpeed Electronics Test Kit 1 ea

23

  Direct drive blower mounting ring set - double wire type
  Each set includes motor support ring - 4 rubber mounting
  bushings with sleeves and mounting screws
  For 5.6" diameter motor - 11" B.C. Blower Mount 3 Legs

1 set

24

  Direct drive blower mounting ring set - double wire type
  Each set includes motor support ring - 4 rubber mounting
  bushings with sleeves and mounting screws
  For 5.6" diameter motor - 15" B.C. Blower Mount 4 Legs

1 set

25   Belly Band Mount adjustable ear mount for 5.6" diameter motor
  (double wire type) 6-7/8” to 8-1/8” B.C. 1 mount

25T   Belly Band Mount adjustable ear mount for 5.6” diameter motor 
  (double wire type) 8 -1/8” to 12-1/8” B.C. 1 mount

26   Drip shield for condenser fan motors — 6 3/8" dia. with 1/2" diameter
  shaft hole for NEMA 42, 48 or 56Z frame motors 1 shield
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Accessories

Resilient Base Cradle Kits
for PSC & Shaded Pole Motors

Refer to XD dimension on catalog pages to determine base length required.
Each kit includes one cradle base, 2 base clamp assemblies and 2 hub rings,
unless otherwise noted.

Kit
Number  Description

Quantity
Per Kit Item

27

 Hub length adapter set. Each set includes two 2-1/4" resilient mounting
 rings and four metal outer rings to convert to 2-1/2" rings. (Fits 5.0" and
 5-5/8" diameter motors.) Also includes 10-32 studs for adaptation to
 21 Frame and 8-32 screws for extended studs for 5.0" and 5.6" frame.

1 set

28  Drip shield for condenser fan motors — 6 3/8" dia. with 5/8" diameter
 shaft hole for NEMA 42, 48 or 56Z frame motors 1 shield

29

 Direct drive blower mounting ring set - double wire type
 Each set includes motor support ring - 4 rubber mounting
 bushings with sleeves and mounting screws
 For 5.6" diameter motor - 16" B.C. Blower Mount 4 Legs

1 set

39

 Direct drive belly band blower mounting ring set – E Band – torsion type.   
 Each set includes motor support ring with welded ears. Mounting ears

 For 5.6" diameter motor — 9" or 10" blower mount dia.

1 mount

40  90 plug adaptor for use with ECM Watt motor and other motors. 1 each

43

 Direct drive belly band blower mounting ring set – E Band – torsion type.
 Each set includes motor support ring with welded ears. Mounting ears

 For 5.0" diameter motor — 9" or 10" blower mount dia.

1 mount

44  For 5.6" diameter motor — 9" or 10" blower mount dia. 3 legs. 1 mount

52  Base clamp mounting hardware—2 1/2" diameter.
 Each set includes all hardware necessary to mount base to one motor. 6 sets

55

 One kit equals 1 carton of 144 studs and 288 nuts. For resale
 convenience we have packaged 12 studs and 24 nuts in a plastic
 bag, twelve bags to each carton. Price is for complete carton.
 8-1/2" long 8x32 thread stator studs and nuts

12 bags, with
12 studs and

24 nuts in
each bag

58  Height adapter to be used when replacing rectangular 51 frame
 ECM motors to adjust for fan position 1 adapter

NEW

NEW

Kit
Number

Shaft
Height

Hub to Hub
(XD Length)

Hub Ring
Diameter

3 3 4-1/8 2-1/2
30 3 4-3/8 2-1/2
4 3 4-7/8 2-1/2

19 3 5-1/8 2-1/2
32 3 5-3/8 2-1/2
38 3 6-1/2 2-1/2
5 3-1/2 4-1/8 2-1/2

31 3-1/2 4-3/8 2-1/2

Kit
Number

Shaft
Height

Hub to Hub
(XD Length)

Hub Ring
Diameter

6 3-1/2 4-7/8 2-1/2
20 3-1/2 5-1/8 2-1/2
34 3-1/2 5-3/8 2-1/2
37 3-1/2 6-1/2 2-1/2
12 3-1/2 7 2-1/2
51 3-1/2 7-1/2 2-1/2
14 3-1/2 8-1/2 2-1/2

*Kit 19 does not include hub rings 
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